SERIES 50HZ

Submersible Vortex Sewage Pump
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Type A A1 2 D D1 2 D3 H H1 H2 H3 O
40ESV-5.02 213 83 9% 130 63 67 = 314 235 81 81
40ESA-5.02A 213 83 90 185 63 - 122 350 235 81 81
40ESV-5.02AG 213 83 90 210 63 - 147 350 235 81 81
50ESV-5.02 2286 83 110 130 63 67 = 324 25 o1 91
S0ESV-5.02A 228 83 110 185 63 = 122 360 245 91 91
S0ESV-5.02AG 228 83 110 210 63 = 147 360 245 91 91
40ESV-5.03 213 83 90 130 63 67 = 324 205 81 81
40ESV-5.03A 213 83 90 185 63 ~ 122 360 245 81 81
40ESV-5.03AG 213 83 90 210 63 = 147 360 245 81 81
S0ESV-5.03 228 83 110 130 63 67 = 338 255 o1 91
SOESV-5.03A 228 8 110 185 63 - 122 370 255 91 91

 S0ESV-5.03AG 228 83 110 210 63 = 147 370 255 91 o1
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SERIES 50HZ T Moo

1 Cable HOSRN-F/SITOW
Submersible Vortex Sewage Pump 5 Handle PAG

3 Motor Cover PA66+Glass Fiber

4 Bracket Steel
Fe_ature . ) 5 Motor Housing SUS 304
/ 0il Chamber design to ensure Mech. Seal ABS+Glass Fiber Impeller 6  Shaft with Rotor SUS 410

long service life 7 Oil Chamber FC 200

/ Suspended impeller design, non-clogging '8 Double Mech. Seal Upper : CA/CE
/ E class insulation Lower : CA/CE

9  seal Housing Nylon
Application 10  Oilseal NBR

1 Impeller 'ABS + Glass Fiber

/ Discharge water
/ Livestock production

12 Pump Casing FC 200
14 Capacitor (Single phase only)

y Sprlnkllr.|g O () 15-1  Upper Bearing NTN
/ Sump pit - - 15-2  Lower Bearing NTN
Specifications £5V-5.02/5.03
AGMA W level regulator
Liquid Temperature 0~40°C (32~104°F)
depth oM
Frequency | 50Hz |
Motor e 2R closed in high position (emptying) closed in high position (emptying)
Type Dry Motor
Part (A A
Insulation Class E =
Protection 1P 68 = g
Protector Auto-cut E
Pump Bearing Ball Type | ESV-5.02AG/5.03AG E
Part Mechanical seal Dual. Seal i L
Impellar Semmlopen NG brown N NG brown
C. blue C.blue’

Performance Curve

H 10 » Agma W level regulator s a very useful instrument when used directly on pumps which must work in very small wells
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Data Chart
6 Output Rated Maximum Cable Free Passage Weight
% Head | Cap.
{;% 501& 3 HP | W Inch ead. | ‘Fapy M mm kg
4 Q 40(S0)ESV-5.02 | 0.2 (150 | 1.5"(2" 7 | 180 5 24 72
2 %%, (50) @) | =B D
> 40(S0)ESV-5.02A | 0.2 150 | 1.5"(2") 7 | 180 5 24 75
2 40(S0)ESV-5.02AG | 0.2 150 | 1.5"(2") 7 | 180 5 24 75
40(S0)ESV-5.03 |03 (250 | 1572 | 2 | - |45 140 | 8 | 230 5 25 74
| 40(S0)ESV-5.03A 03250 | 1.5"(2") 2 - 45 | 140 8 230 5 25 77
0 50 100 150 200 250 40(50)ESV-5.03AG | 03 |250 | 15"2") | 2 - | a5 140 8 | 230 5 25 77
T T T T T T
o 3 6 ° 12 15 » A identifies black float switch ; AG identifies AGMA W level regulator.

AAll technical information is subject to change without notice.
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